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A BATTERY COMPARTMENT 


Slide BATTERY COMPARTMENT LATCH down to release cover. Camera accepts 
- four 1% volt Size AA penlite batteries, (Included with Model 806G only). Be 
sure to specify ALKALINE TYPE for maximum efficiency. Uppermost battery, next 
to the eye-piece, powers the CdS through lens electric eye. The other three slots 
en os that drive film. Battery sequence should not be changed once 
installed. 
















B INSERTING BATTERIES 


IMPORTANT: Make certain all batteries are inserted with the Plus (-+-) tips 
facing up. Clean contacts periodically with a pencil eraser or rough cloth. 
Re-insert the BATTERY COMPARTMENT COVER by locating bottom first, then 
press top in until a positive click is felt. All four batteries should be replaced 
periodically to insure peak performance. 


C OPENING DOOR . 
Open FILM DOOR by pressing the DOOR RELEASE BUTTON on back of camera. 


4 FILM USED 


e locating pin (arrov re down flush 
surface. CdS electric ey ‘sets itself Tint for any 


_ indoor (Type A) color film rated ASA 25-40. 


E CLOSING DOOR 


To close FILM DOOR grip camera near the top and press shut until a positive 
snap is felt. WINDOW identifies cartridge in camera. 


FE FOOTAGE INDICATOR 


The FOOTAGE INDICATOR points to 0 (full) when cates is insrted and FILM 

— DOOR is shut. Film is completely exposed when pointer indicates E (empty). 
of the cartridge, before film is es is n ended as 
or FILM USED will be canceled. _ 
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G ON-OFF SWITCH 


Slide the ON-OFF SWITCH tab back to turn on the motor and electric eye. When 
picture taking is over move forward into OFF to conserve battery life and prevent 
accidental start of camera. 


H AUTOMATIC EXPOSURE 


Grip camera firmly and sight through the VIEWFINDER EYEPIECE. A slight touch 
of the OPERATING BUTTON or PISTOL GRIP TRIGGER (Accessory) activates the 
electric eye. Before OPERATING BUTTON is fully depressed, to start motor, check 
the rectangular EXPOSURE INDICATOR below the viewfinder field. 


| VIEWFINDER INDICATORS 


EXPOSURE INDICATOR, below viewfinder field, lights GREEN when exposure condi- 
tions are favorable. If EXPOSURE INDICATOR lights RED illumination is too dim 
for movie making. 

Round FLICKER SIGNAL, to the left, signals film is being transported through the 
hs When flicker stops film is not advancing or end of film has been 
reached. 


Wide angle to telephoto zooms are accomplished by placing thumb or index 

| finger on the ZOOM LEVER and slowly rotating up for a TELE close-up or down 

: to WIDE angle coverage. Practice this operation several times until zoom 
action is smooth and professional. 
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K INDOOR MOVIES 


When a movie light is installed into the MOVIE LIGHT SOCKET the built-in ! 
conversion filter automatically moves out of position for indoor use. If movie 
light requires side mounting, displace the filter by means of a %4/20 screw, 
ee into the threads. Be sure screw plug is removed when taking movies k 
in daylight. 






L PISTOL GRIP ACCESSORY (Model 8106) 


convenient PISTOL, GRIP is supplied with Model 8066 and can also be purchased 
. ory Jor Model 8068. Attach by aligning the TRIPOD 
: 4 g the knurled 





TIPS FOR BETTER MOVIES 


Plan your movies in advance to add a feeling of continuity. Film your scenes in a 
story-telling sequence. Make your shortest “takes” at least five seconds. 


For near subjects, 4 to 8 feet from camera, keep the ZOOM LEVER set on WIDE. 
Sharpest full range zooms, from WIDE to TELE are obtained when subject is situated 
8 feet from camera or beyond. 


Take pictures with the sun behind your back whenever possible. The electric eye 
can “read” the scene and set the lens more accurately if this rule is followed. 


When using a movie light keep subject closer to the background than to the camera 
to assure even overall lighting. 


If you film a scene by “panning” (moving the camera horizontally or vertically while 
shooting), keep the movement very slow to avoid blurring and jerkiness in your 
projected pictures. 


The steadiest and most professional movies are obtained when camera is mounted 
on a tripod. 


Your Argus product is guaranteed to function for a period of one year from the date 
of original purchase. If during this period, your product fails to operate for any reason, 
Argus Incorporated will restore it to normal operating condition at no charge. This 
guarantee applies to the product itself. We regret that we are unable to assume 
liability for loss of film or for any other expense. 


This guarantee is valid only for the original retail purchaser and only if the product is 
returned prepaid directly or through an Argus dealer, to an Argus Service Company 
location, or one of its Authorized Service Stations. The date and place of original pur- 
chase must be included, along with a description of the difficulties encountered. For 


the address of the nearest service location contact your Argus dealer or write to the — 


main office of the Argus Service Company. 


Many apparent product difficulties are actually a matter of incorrect usage. It is al- 
ways wise to see your Argus dealer before returning the product for servicing. 


Argus Incorporated 
Platt Springs Road, 


ARGUS SERVICE COMPANY, a Division of Argus Incorporated eon 2916s 
MAIN OFFICE: 7220 Huron River Road, Dexter, Michigan 48130 
IN CANADA: 826 Davis Drive East, Newmarket, Ontario Argus Cameras of Canada, Ltd. 
Newmarket, Ontario 
® Argus Ltd. 
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